opennshut

MEASURING: AIR VENT CUT OUTS IN FRAMES
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Air vent cut outs in frames

Option 1

Medium and large L frames can be cut
around air vents.

Air vent cut outs are an extra cost.
Measuring.

Measure the distance in from the left that
the air vents starts, the width of the vent and
how far it protrudes.

When there is more than one vent, measure
the distance in the second vent starts from
the left.

Ordering

There is a section on air vent cut outs on the
order form. Select ‘Air vent’ cut out and
enter the required 3 sizes mentioned above.
Air vent details

A1 (Depth)

B1 (Width)

C1 (Left distance)

A2 (Depth)

B2 (Width)

C2 (Left distance)

A3 (Depth)

B3 (Width)

C3 (Left distance)
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Air vent cut outs in battens

Option 2
Battens can be cut around vents, this is
useful for UPVC windows.

Measuring.

Measure the distance in from the left that
the air vents starts, the width of the vent and
how far it protrudes.

When there is more than one vent, measure
the distance in from the far left to where the
second vent starts.

Customise the batten depth to leave at least
5mm of wood in front of the cut out for
strength.

Ordering

There is section on air vent cut outs on the
order form. Select ‘air vent’ cut out on the

batten section and enter the required 3
sizes mentioned above.

Air vent details
A1 (Depth)

B1 (Width)

C1 (Left distance)
A2 (Depth)

B2 (Width)

C2 (Left distance)
A3 (Depth)

B3 (Width)

C3 (Left distance)



