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4.3: Twin Sash 

Twin Sash (centre mullion) 
 
There are several ways you can fit shutters 
across twin sash windows. 
 
Option 1 
Use separate frames with an optional infill 
between them. 
 
Measure to the staff bead and add on 43mm 
to calculate the ‘Frame’ width. 
 
Do this both sides and mark in pencil on the 
sill or use this template so you can measure 
the infill you require between each frame. 

MEASURING: TWIN SASH WINDOW OPTION 1 

64mm Louvre 

L 
Frame 

‘Frame’ width  

64mm Louvre 

L 
Frame 

‘Frame’ width  

Optional 20mm infill batten 
 

(Order separately) 

+ 43mm Measure to here 

Measure infill required 
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 2 

 

4.3: Twin Sash 

Twin Sash (centre mullion) 
 
Option 2 
Depending on the width of the centre      
mullion you can order a centre Tpost      
between the shutter frame. 
 
Measurements are required to the centre of 
the Tpost from either the ‘Architrave’ size or 
‘Frame’ size. 
 
Look out for protruding staff beads that 
might catch on wider louvre blades. 
 
See example below: 

MEASURING: TWIN SASH WINDOW OPTION 2 

28mm 57.2mm 28mm 

(114mm) 

40mm Stile 40mm Stile 

57mm 57mm 

64mm Louvre 64mm Louvre 

Tpost (T1) Measure from the edge of the shutter frame to centre of 1st Tpost 

Tpost 

25.4mm 
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4.3: Twin Sash 

Twin Sash (centre mullion) 
 
Option 3 
A neat alternative is a twin Tpost design 
with built in infill, this is available in wood 
only. 
 
Measurements are required to the centre of 
each Tpost from either the ‘Architrave’ size 
or ‘Frame’ size. 

MEASURING: TWIN SASH WINDOW OPTION 3 

Centre of Tposts 

Tpost 

40mm Stile 64mm Louvre 

28mm 

Tpost 

40mm Stile 64mm Louvre 

Infill Batten 
 

(Supplied) 
 

To match shutter stiles 

T1 (Edge of shutter frame to centre of 1st Tpost 

T2 (Edge of shutter frame to centre of 2nd Tpost 

25.4mm 25.4mm 

Specialist shutter training 


